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PUMP AND VALVE.

IF SET TO NO, ZONE 8 IS
ISOLATED.

NO

N NL L

ZONE 2
N NL L

ZONE 1

TIME CLOCK ZONE 1 ZONE 2 ZONE 8

N NGr Or

UFH VALVE
UFH

PUMPBOILERMAINS

UH3

L E NL E NL E N IN OUT

N SL

1 2

L N

1 2 3 4

5 AMP FUSE
TIME DELAY

230V
ACTUATOR

UP TO 4 PER ZONE

MAINS
SUPPLY
FROM
FUSED
SPUR

FROM
VALVE
END
SWITCH

*SEE NOTE 1

LRLS

TO VALVE

TO MANIFOLD
PUMP

230V
ACTUATOR

UP TO 4 PER ZONE

TO TIME CLOCK 2TO TIME CLOCK 2TO TIME CLOCK 14 CHANNEL TIME CLOCK

L N SL

1 2

L N SL

1 2

N L

TM4-TS

CH1CH2CH3CH4

230VAC

N.B. For boilers requiring a 
switched live signal connect 
LS to permanent live 
and LR to the boiler.

 Model: UH3

Wiring Diagram 

This equipment should be installed by an appropriately qualified / registered electrician.
Ensure all wiring is correct before applying power.
The warranty does not cover any damages caused by incorrect wiring and installation. Wiring Centre | MODEL: UH3
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VISIT OUR WEBSITE FOR MORE INFORMATION

Products commonly used with UH3 Wiring Centre:

Other Wiring Centres:

Slimline Thermostat Multizone Touchpad

UH1 UH1W UH2

http://www.gs-ufh.co.uk/water-ufh/controls/



